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“MODULAR WORKS TO BE CARRIED OUT IN CONNECTION WITH RENOVATION WORK AT
COMPLIANCE WING, 15T FLOOR, LIC BUILDING, H.O ANNEX, J.C ROAD, BENGALURU”

Ref No: 3458/MODULAR/HOPE/COMPLIANCE WING/2025/CS

Date: 06.12.2025

BOQ FOR MODULAR WORKS

S.N
o.

Particulars of item

Unit

Qty

Rate

Amount

1

MODULAR WORK STATIONS

Providing and fixing table tops in profile
made of 25mm thick exterior MDF board of
approved shade & colour for the table top.
The rear and side supports shall be provided
with 18mm thick pre-laminated particle
board of approved shade & colour. Working
side edge shall be 0.7 mm thick laminate
postformed edge of approved shade.Other
three sides shall have 2mm edge binding
with chamfered finish. The width of the
table top shall be 600mm. The overall size
of each workstation is minimum of 1200 mm
x 600mm and worstation top height is
750mm. The drawer units (Item No : 3) to be
fixed to the side support as directed by the
Engineer In Charge. Paper joints to be
maintained between each workstation
juntions to enable them to recieve glass
partitions (ltem No :6). Cutting of 3"
diameter hole to be carried out in each
workstation and the same to be provided
with PVC wire managers of approved shade.
Payment shall be made for each workstation
unit. Box provision along the length of table
shoould be provided for conceling the
electricals and other cables.

1.1

Providing and fixing table tops in linear
workstation

Nos

43

DRAWER UNIT

Nos

43

Providing & Installing 3 drawer pedestal
boxes of minimum outer size 450mm wide,
500mm deep and 725mm ht. Pedestal unit
shall be provided with outer frame made out
of 18mm thick pre-laminated particle board
for bottom panel, top panel, side supports,
intermediate  supports and  skirting.




GLASS PARTITION BETWEEN TABLES

Providing & fixing sandwiched glass
partitions consisting of 2 nos of 4mm thick
toughened sandwich glass, with 0.5mm thick
coloured lamination film in between of
approved shade.

Q

Panel size : 48" x 16"

Nos

25

Panel size : 24" x 16"

Nos

45

KEY BOARD TRAY WITH PULLOUT MOUSE
PAD AND SOFT PAD

Providing & fixing EBCO or equivalent make
computer Keyboard tray of minimum 550mm
- 600mm length, 200mm extension made of
metal or prelaminated MDF or PVC body

Nos

50

11 SEATER CONFERENCE TABLE

The table top formed out of 25mm thick PVC
edge bound MDF board supported with
18mm thick PVC edge bound MDF board
under structure & legs.The top will have
cable through for cable management.,
Dimension: 4000 mm x 1500 mm x 750 mm
height

The conference room table to be provided
with 2 numbers of pop up box, each with flip
up openable on one side for AV, Electrical &
Networking (1 Data + 1 Voice + 2 Power + 1
HDMI )

No

Total ex.GST

SIGNATURE OF THE CONTRACTOR WITH SEAL
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APPROVED MAKES OF MATERIALS TO BE USED IN THE WORKS

1

19mm commercial plywood

MAKES: Century Ply, Green Ply, Anchor Board,
Trojan, Frontier Ply, ASIS, ArchidPly.

2 | 12mm commercial plywood MAKES: Century Ply, Green Ply, Anchor Board,
Trojan, Frontier Ply, ASIS, ArchidPly.

3 | 8mm commercial plywood MAKES: Century Ply, Green Ply, Anchor Board,
Trojan Frontier Ply, ASIS, ArchidPly.

4 | 6mm commercial plywood MAKES: Century Ply, Green Ply, Anchor Board,
Trojan Frontier Ply, ASIS, ArchidPly.

5 | Laminations Formica, Greenlam, Sundek, Merino, Sunmica,
Century

6 | Prelaminated particle Board Novopan, Duratuff, Bhutan ,kitlam

7 | Glass Modi, Saint Gobain, ASAHI

8 | Polish Light house, Sheenlac, Melamine

9 | Adhesive Fevicol - commercial grade

10 | Teakwood Well seasoned Indian teakwood, minimum cost to
be Rs 1800/- per cft

11 | Hard wood Well seasoned hardwood, Minimum cost shall be Rs
1200/ - per Cft

12 | Aluminium Sections Jindal, Indal, Hindal

13 | Locks Godrej or EBCO

14 | Paints Asian, British, Duco

15 | Cement Bonded Particle board | BISON

16 | ACP EURO bond / Aluco bond / Alstrong

17 | Drawer Channels GODREJ/Ebco

SIGNATURE OF THE CONTRACTOR WITH SEAL



