
ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

Description Qty. Unit Rate Amount (Rs)
Note: The tenderer shall inspect the site before quoting the rates.

A CIVIL WORK
1 BREAKING / DEMOLITION

Carefully demolishing / dismantaling of the existing , doors, 
windows, Toilet Flooring and dado tiles, ceiling, Platforms, 
counters, stone or brick work, bunds, walls, fans, lighting fixtures, 
cables & wires and any other material required to be removed for 
working on site & compliance of all the activities on site including 
removal of debris from site and carting away the same by the 
contractor as per the directions of the Architect

4 L.S.

Qty per flat 1 LS x4=4

2 BRICK WALL CONSTRUCTION
a SIPOREX WALL ( 8" THK. )  WINDOW

Providing and constructing Siporex wall for window area    ( 8" 
thk.)  in cement mortar 1:6 at including scaffolding, watering, 
curing, raking out joints etc., complete.

40 SFT

Qty per flat 10 Sqft x4=40

3 POLYMER TREATMENT TO R.C.C. STRUCTURAL MEMBERS 
COLUMNS, BEAMS ETC.
Note: following work shall only be executed after prior 
inspection of site and issue of specific order by Engineer-in-
charge
Chipping the R.C.C. surface and cleaning the rusted reinforcement 
and exposed surface by wire brush mechanical device or any 
other established method and applying rust removing solution of 
approved make and quality with cotton waste swab to 
reinforcement and allowing to dry the same for 24 hours, 
brushing of loose particle and applying 1 st coat of rust 
preventive coating of polymer and cement slurry in 1: 1.5 
proportion with soft brush without adding water including 
applying another coat of rust preventing after 4 hours allowing Air 
Curing for 48 hours etc.
Providing and applying polymer mortar of required thickness to 
load carrying R.C.C. members in two layers in proportion of 
1:5:15 by weight of polymer of approved make and quality, 
cement and Quartz sand with required water cement ratio for 
desired consistency and applying and finishing by floating, curing 
after initial setting time etc. as per manufacturers specification 
etc. complete as per direction of Engineer-in-charge.

80 SFT

Qty per flat 20 Sqft x4=80

4 INTERNAL PLASTERING

Providing and applying cement plaster 1/2" thk. minimum to 
match existing plaster thickness in C.M. 1:4, ready to receive wall 
tiles/ plaster of paris punning,  to concrete or brick surface in all 
positions including scaffolding and curing etc. complete.

2000 SFT

Qty per flat 500 Sqft x4=2000

5 EXTERNAL PLASTERING

Name of Contractor : 

SNo

Name of work :  Repair / Renovation work at bank owned flat at  " RAJESHDEEP", Kalyan (W), Mumbai 
SCHEDULE : 
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

Providing and applying double coat cement plaster 3/4" thk. 
minimum to match existing plaster thickness in C.M. 1:4, ready to 
receive wall tiles/ plaster of paris punning,  to concrete or brick 
surface in all positions including scaffolding and curing etc. 
complete.

320 SFT

Qty per flat 80sqft x4=320
               

6 WC/TOILET FLOOR WATER PROOFING WORK
SURFACE PREPARATION
1. Clean surface with wire brush, blower and water.
2. Open the cracks & cut a rectangular groove ( aprx 4 mm wide 
& 8 mm deep ) and Filling the groove with PU sealant of 5000% 
elongation.
3. Apply  neat coat  of BASF SBR 131 (35 Sqft /Liters) Then a[[ly 
6 mm thick  plaster in 1:2 C.M with intregated water  proofing 
compound of BASF 141 then apply 3 coat of  1cement:2 Kg 
Cement: 4 Liters water subsiquntly. Then do brick bat coba 
concrete to cover the drainage pipe and finish the top surface in 
1:2 cement mortar finaly  apply a coat of 1 SBR: 1 water and 
again repeat 1:2:4 as above  and pond testing to be done
4. Curing for 3 to 5 days
The contractor should give  5 year Guarantee to any 
leakage on stamp paper

i FOR TOILET 8'-0" x 4'-0" 4 No.
Qty per flat 1 x4=4

ii FOR WC 3'-0" x 4'-0" 4 No.
Qty per flat 1 x4=4

iii FOR BATH 7'-0" x 4'-0" 4 No.
Qty per flat 1 x4=4
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

7 WALL TILING WORK
P / F ceramic tiles / vitrified tiles of approved size , shape” (Tiles
Rs, 70/- per Sq. Ft.) of approved make and shade for dado in
toilets / pantry in required position and pattern on bedding of 1:4
cement mortar including cement slurry, curing, waterproof
matching colour grout and cleaning etc. Tiles edges shall be
cross cut or chamfered at external visible right angle junction (
to hide tile edge ). Complete as directed by Architect/bank
engineer ( For Pantry and Toilets )

1600     

Qty per flat 400 x4=1600

8 TOILET FLOOR TILING WORK
P / F ceramic tiles / vitrified tiles antiskid of approved size ,
shape” (Tiles Rs, 50/- per Sq. Ft.) of approved make and shade
for flooring in toilets required position and pattern on bedding of
1:4 cement mortar including cement slurry, curing, joint filling
with waterproof matching colour grout and cleaning etc. complete
as directed by Architect/bank engineer.

480 SFT

Qty per flat 120x4=280

9 VITRIFIED TILES FOR FLOORING WITH SKIRTING
Providing and laying Double Charged 2’ x 2’( 600 mm x 600mm) 
of 1st quality Nitco, Marbonite, Asian, Kajaria make,  Vitrified –  
tiles ( as per Bank’s standard ) or of approved make and colour in  
area laid to ZERO slope with cement mortar ( 1:4 ) bedding 
joints filled with colour cement slurry, curing and cleaning etc. 
The rate shall be inclusive of application chemicals / Roffe 
and levelling with 75mm thk. P.C.C. (M15),  wherever level 
difference is observed to attain a uniform level all 
throughout the premises, after removal of old flooring tiles,  
complete with wall skirting (75 mm high), which will be measured 
with flooring in SMT.and as directed by Architect/bank engineer. ( 
Basic rate Tiles Rs.60-per Sq.ft excl. GST) (Tiles may be Satin or 
Glossy finish as approved by Bank/Architect).

2900 SFT

Qty per flat 725x4=2900

10 GRANITE DOOR & WINDOW FRAME
a) Providing & fixing double sill Granite frame (¾” thick ) for
windows with half round moulding for inside edge and 1/8”
projection for inside edge above finished wall surface Marble
frame should be connected in right angle by cross cutting its
edges, including necessary labour, tools, tackles, materials,
curing, scaffolding, etc., complete as per the specifications & as
directed by Architect/ banks Engineer Framing should be fixed by
laying back coat ( waterproof ) plaster of cement 1:4 in plumb,
line and with proper joining complete as per specification , mirror
polishing for edges,moulding etc
B)The width of Granite frame shall vary as per site conditions with
minimum 6" (150 mm) width. The frame shall be provided to
cover the entire width of the wall. No additional payment will be
made for any extra width. At Sill level frame shall be put in two
layers in step pattern with required backing plaster. ( BASIC RATE
of Granite =Rs.150/- per sqft excl GST) 

400 RFT

Qty per flat 200x4=800

11 KITCHEN PLATFORM 2'-3" DEEP HT 2'-8"
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

Construction of Pantry Platform in 18 mm thk. Jet black Granite 
for top, facia and side verical ( Rate Rs.200/-per sqft) Supported 
on 1 1/2" thk. kadappa/ white marble for vertical base AND shelf 
and with nirali s.s. sink size 19"x21" in 1:4 cement mortar. All 
internal wall of pantry platform to be fixed with 6" X 6" 
white tiles.Complete with,edge moulding, mirror polish for 
exposed edges, kadappa shelf with both side polish etc. and as 
per drawings and instructions and as directed by Architect / bank 
engineer.

28 RFT

Qty per flat 7x4=28

12 PREPARATION PLATFORM 1'-6" DEEP HT. 2'-8"
 Specifications same as above without sink. 20 RFT

Qty per flat 5x4=20

13 PLUMBING WORK
i a Providing and fixing in position concealed plumbing work for

Gents Toilet ( with 2 nos. WC ), Ladies Toilet ( 1 no. WC ) and
Pantry in ‘CPVC’ class 20mm internal dia. pipe confirming to
IS:1239(1982) and of TATA make with all heavy quality fittings
such as tee, bends, elbow, reducer, union, nipple, etc. including
concealing the pipes in wall, threading, etc. including chasing
wall, making holes, refilling the same and disconnecting, plugging
existing line, making connection with existing line, plastering etc.
complete as directed (Rate to include concealing 3/4' Air
conditioning drain out let in toilet and connection to nahani trap
with necessary fittings) ( approx. 15'0" pipe connection for pantry
platform and it PVC drain outlet )

b 15 mm dia pipe 280 RFT
Qty per flat 70x4=280
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

ii PLUMBING FIXTURES
a Providing and fixing Stop cock ( Cat.no. 069) plumbing fittings of 

JAQUAR make with necessary required accessories . For toilet
Complete as directed.

8 No.

Qty per flat 2x4=8
b Providing and fixing Bib cock ( Cat.no. 037) plumbing fittings of 

JAQUAR make with necessary required accessories for Gents toilet
and Pantry as per its position indicated in drawing. For toilet
Complete as directed.

12 No.

Qty per flat 3x4=12
c Providing and fixing Jet spray ( Cat.no.573 ), Angle cock ( Cat.

No. 053 ) plumbing fittings of JAQUAR make with necessary
required accessories as per instructions.Complete as directed.

8 No.

Qty per flat 2x4=8
d Providing and fixing Jaquar hot and cold mixer (Cat.no. 273 )

plumbing fitting with necessary required accessories as per its
position indicated in drawing. For  bathroom Water. 

8 No.

Qty per flat 2x4=8
e Providing and fixing Jaquar adjustable shower (Cat.no.1989) with

shower arm (Cat.no.483) plumbing fitting with necessary required
accessories as per its position indicated in drawing. For
bathroom. 

8 No.

Qty per flat 2x4=8
f Fixing Gyser with Angle cock ( Cat. No. 053 ) plumbing fittings of 

JAQUAR make, 300 mm long copper pipes ith cup and washers -
2nos. 'L' bow -1 no. with necessary required accessories as per
instructions.Complete as directed.

4 No.

Qty per flat 1x4=4
g Providing and fixing 100 mm dia. C.I. Nahani trap sealed over

1:2:4 concrete bed including connecting the out let with existing /
new pipe in cement joint ( includesPECANZ 304 s.s.anti cocroach
trap with jali..}

12 Nos.

Qty per flat 3x4=12

iii SANITURY FIXTURES
a Providing fixing vitreous clay European W.C. of Hindware (

Cat.no.20108 Classik white ) or approved equivalent make of
standard size in approved light colour shade with accessories like
seat cover, Jaquar Metroplole flush valve duel flow 32 mm size (
cat. no. FLV - CHR- 1085 NG ) ,C.P. pipe for flush connection of
required dia. Connecting E.W.C. cascade type wall mounting with
outlet soil pipe, S/P trap, with required C.I. fittings / fixtures and
making good the damages, provision of anti syphonage pipe if
required and brick work etc. Complete as directed. ( Rate to
include converting existing Orissa pan to EWC with necessary
connection from outside required. 

4 Nos.

Qty per flat 1x4=4
b Orrisa pan (Hindware - Cat. No. 20042 or equivalent) with

flushing cistern (Hindware - Slimline, 10 litre capacity or
equivalent) including S/P trap, necessary connections such as
Jaquar Angle cock no. 053 for flushing cistern and connecting
copper pipes complete in all respects as directed

4 Nos.

Qty per flat 1x4=4
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

c Providing and fixing vitreous clay wash basin of Hindware ( Cat.
no. 10012 ), or approved equivalent with approved light colour
fixed on C.I. brackets at specified height includes approved
JAQUAR fittings waste coupling (Cat. no. 709 ), Piller cock (Cat.
no. 011 ), bottle trap (Cat. no. 769 ) with P.V.C. connector angle
cock and drain outlet connection to nahani trap with P.V.C. rigid
pipe of approved quality and required diameter. Complete as
directed.

8 Nos.

Qty per flat 2x4=8
iv OTHER ACCESSORIES ( JAQUAR )

i Providing and fixing Paper holder ACN-1151N 0 Nos.
Qty per flat 1x4=4

ii Providing and fixing hooks ACN-1161N BEHIND DOOR 8 Nos.
Qty per flat 2x4=8

iii Providing and fixing towel rod ACN -1111SM 600mm 8 Nos.
Qty per flat 2x4=8

iv Providing and fixing of mirror wall mounted ( 600 mm x 450 mm
) for toilet. (simple bewelled edge mirror)

8 Nos.

Qty per flat 2x4=8
vi Providing and fixing soap dish ACN-1131N 8 Nos.

Qty per flat 2x4=8
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

14 EXTERNAL SOIL PIPE CONNECTION FOR EWC IF REQUIRED

Providing and fixing connection for drain and soil outlet from

external side with 100 mm dia soil pipe and 75 mm dia drain pipe

includes Tee, door bend, connector etc. Complete in all respect as

directed by Architect and Engineer ( Rate to include scaffolding )
a 100 mm 8 Nos.

Qty per flat 2x4=8
b 75 mm 8 Nos.

Qty per flat 2x4=8

15 Removing existing & fixing New PVC plumbing pipes with
necessary fittings of required diameter of pipes with 'Y', door
bend, clamps, saddles,solution, including scffolding, gabda
making and filling, etc. complete as per instrucition. WORK TO BE
CARRIED OUT AFTER INSPECTION BY BANK'S
ARCHITECT/ENGINEER IF REQUIRED ( Rate to include connection
to chamber concealing and leveling / pcc work etc. complete.) 

ii 110mm Dia WC Drain pipe 20 RFT
Qty per flat 5x4=20

iii 75mm Dia Bath pipe 20 RFT
Qty per flat 5x4=20

iv 65mm Dia Gas vent pipe 20 RFT
Qty per flat 5x4=20

16 FRP DOORS FOR TOILETS
Providing and fixing in position 32/35 mm thick approved quality
and design water proof, solid FRP Doors shutters of approx size
2100 mm X 750mm of Advance FRP/ Sancom Composites/
Arihant Enterprise or equivalant make for wash rooms. Each door
shutter will be provided with 125X30 mm 3 Nos. butt hinges, SS
tower bolts, SS handle 100 mm, with baby latch 2 nos of Godrej
or equivalent etc. complete.

12 NOS.

Qty per flat 3x4=12

17 ALUMINUM SLIDING WINDOW WITH NETLON MESH
Providing & fixing aluminum annodized  sliding window in 
approved colour made of JINDAL section for top, bearing bottom, 
interlocking section for sides and handle section for both end side 
shutters with  5mm thk.( TATA,MODI, SAINT GOBAIN) clear glass 
fixed with glass PVC and sliding on good quality heavy duty 
bearings, with concealed handle lock, track brush liner , 
etc.including removal of old windows, stacking the same at site 
and disposing the same etc complete as directed by Architet/ 
Engineer ( Rate to include Exhaust Fan arrangement for Pantry 
window provided with fixed glass  )
3/4 Track windows ( 4'-0" x 5'-6" . ) with netlon mesh 540 SFT
Qty per flat 135x4=540

18 ALUMINUM OPENABLE WINDOW
Providing & fixing aluminum annodized  openable window in 
approved colour made of JINDAL 38 mm x18 mm section for 
shutters with  5mm thk.( TATA,MODI, SAINT GOBAIN) clear glass 
fixed with glass PVC and pivoted on good quality heavy duty  'Z' 
hinges, with handle, tower bolt etc.including removal of old 
windows, stacking the same at site and disposing the same etc 
complete fixing 'L' patti on inner side of window frame and on left 
shuter for cover the gap between two shutter when window is 
closed  as directed by Architet/ Engineer ( Rate to include Exhaust 
Fan arrangement for Pantry window provided with fixed glass  )

80 SFT

Qty per flat 20x4=80
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

19 ALUMINUM LOUVERS WINDOW
Aluminum louvered toilet windows in 2"x1" annodized approved
colour ( Jindal ) medium section pipe frame with exhaust fan
opening at top with fixed glass in side and louvers etc. Complete
as directed. Size. 3'0"x2'0"

12 NOS.

Qty per flat 3x4=12
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

20 SAFETY GRILL FOR WINDOWS
Providing and fixing mild steel welded safety grill 100 MM x100
MM c/c horizantal & vertical members weighing not less than 15
kg per Sqm including necessary fixtures, welding etc. with one
coat of zinc chromate primer & 2 coats of synthetic enamel paint
including Brackets to fix the grill, complete with making provision
for fixing shade in slope in galvanised patra (Complete including
embading patra edge @ 38 mm deep inside wall for not to have
water seapage and filling the same with waterproof cement
mortar and smooth rounding at top ) as directed by the
Architect/Bank's Engineer. ( Measurement will be for the grill area
only ) Grill design shall be as approved by Bank of 12mm square
bars including brackets for support at bottom of grills. 

800 SFT

Qty per flat 200x 4 = 800

b LUSTER PAINTING WORK FOR KITCHEN AND TOILETS AS 
PER APPROVED SHADES IN TWO COLOURS
Providing and applying luster finish paint of approved make and 
shade in 3 coats, including preparing surface by removing dust 
etc. by sand paper opening of cracks and leveling it with plaster 
of paris, covered with primer coat 2 coats of putty, surface 
smoothened by sand paper followed by coat of primer and 3 
coates of paint etc. Complete as per design and instructions by 
Architect / Engineer.

2560 SFT

Qty per flat 640x4=2560

c OBD PAINTING WORK : 
Providing and applying  Oil Bound Distemper  paint of approved 
make and shade, to surfaces in 3 coats, including preparing 
surface as per 2 base primer coat, 2 coat of wall putty etc. 
Complete in all respects as per Architect’s/bank engeener's 
instructions

6160 SFT

Qty per flat 1540x4=6160

d ENAMEL PAINTING WORK 
Providing and applying two coats of red oxide primer after 
rubbing metal surface with water paper cleaning it then applying 
three coats of enamel paint of approved make and shade over M. 
S. Grill, collapsible door, rolling shutters, etc., after removing 
existing paint wherever necessary etc. Complete as directed by 
Architect/bank engineer

500 SFT

Qty per flat 125x4=500

B FURNITURE WORK
Note:- All plywood 710 BWP Century Pro, Green or
Kenwood, Hardware:- S.S. Pin heavy duty brass hinges of
required sizes, All internal surfaces with edges 0.8 mm thk.
Egg white laminate of approved make, All External surfaces
and edges with approved 1.0 mm thk. laminate in two
colours, design ( Century , Green, Marino ) All wall
touching sides , back of furniture to be finished with 0.8
mm thk. Egg white laminate of approved make .
( LAMINATE CAT. NOS. SELECTED SUBJECT TO IF NO
CHANGES IN COLOUR AND TEXTURE OF LAMINATE IF
REQUIRED BY BANK IN SAME PRICE OF SELECTED
LAMINATE. CONTRACTOR TO CONFIRM SAME BEFORE
PLACING ORDER FOR LAMINATES )

1 HALL (CENTRURY 1.00 MM THK. LAMINATE CAT. NO. XXXX
& XXXX  CONFIRM BEFORE PLACING ORDER )
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ESTIMATE FOR CIVIL WORKS AT RAJESHDEEP KALYAN

Qty per flat 84x4=336

i WARDROBE WITH OPENABLE SHUTTERS
Providing and fixing 22" deep wardrobe with 3" ht. skirting made 
of 19 mm thk. 710 BWP plywood of Century Pro, Kenwood 
or Green , Ancfhor pluwood  for top, bottom, shelves, sides 
and drawer facia . 12 mm thk.  710 BWP plywood of Century 
Pro, Kenwood or Green , Anchor pluwood for drawer sides & 
back. 6 mm thk. 710 BWP plywood of Century Pro, Kenwood 
or Green , Anchor pluwood for drawer base and all drawer will 
be running on telescopic drawer channels of Hafale , HETTICH or 
EBCO.8 mm thk. 710 BWP plywood of Century Pro, Kenwood 
or Green , Anchor pluwood for wardrobe back. 25 mm thk. 
Marin block board openable shutters of Century Pro, Kenwood 
or Green , Anchor pluwood both sides. Wardrobe shutter will 
hinged on 5"X 3 nos. heavy duty S.S. pin brass hinges. Each 
section of Wardrobe to be provided with 5" ht. -2 nos of drawers. 
.   All external visible surfaces/edges to be finished with approved 
colour multi colour laminates and all internal surfaces and all 
edges of wardrobe as well as shuteers  of the wardrobe and 
drawers to be finished with 0.8 mm thk. lamnate of approved 
quality.( Century, Green, Marino).Complete including french 
polishing where ever necessary, Complete in all respect with 
wardrobe concealed handles, 3/4" thk. heavy duty  s.s. pipe with 
sockets for hangers, Vijayan/ Godrej wardrobe and drawer locks, 
good quality locks for sliding shutters etc. as per design and 
instructions by Architect / Engineer.

160 SFT

Qty per flat 40x4=160
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iii OVERHEAD STORAGE FOR WARDROBE
Providing and fixing Storage above wardrobe with top openable 
shutters using 19 mm thk. 710 BWP plywood of Century Pro, 
Kenwood or Green, Anchor pluwood storage sides, top, 
bottom of box. 9mm thk  710 BWP plywood of Century Pro, 
Kenwood or Green, Anchor pluwood for back of storage. 4" 
vertical 19 mm thk. 710 BWP plywood support for front between 
two shutters to be provided for vertical support to storage. 
Storage  will be provided with clear length for storage without any 
division.  Openable shutters for storage to be hinged with heavy 
duty S. S. pin s.s. finished brass hinges at top. Shtters will be 
liftted with VAGAD company hydrolic ( 5kg/10 kg as per site 
condition ). All internal edges and surfaces to be finished with 
approved 0.8 mm thk. laminate. ( Century, Green or Archid ). All 
external surfaces to be finished with 1.0 mm thk. approved ( 
Century, Green or Archid ) laminates.in two colours with 5" long 
matching handles ( Handles Rs. 500 per piece ). Complete as 
directed by Bank's Architect/ Engineer.

60 SFT

Qty per flat 15x4=60

2 KITCHEN FURNITURE WORKS

a SHUTTERS BELOW  PLATFORM
Providing and fixing in position 18mm thk. openable shutters
made of 18 mm thk. 710 BWP plywood paneling of Century Pro,
Kenwood or Green , Anchor pluwood with 0.8 mm thk. laminate
inside shutters and 1.0 mm thk. approved colours (glossy) and
shade for external surface with brush finished s.s. pin brass
hinges of size 3"x3/4"x3/4" fixed on 2"x1" 16 gauge aluminum
box section o ( 0.636 kg /mtr ) JINDAL/INDAL etc. Complete with
magnatic ball catch, brush finished 4" 'D' handles, including
powder coated louvers for shutters and as per the instructions of
Architect/ banks Engineer. 

120 SFT

Qty per flat  30 X 4 =  120

b STORAGE/OVER HEAD FOR KITCHEN
Supplying and fixing 1'-0" deep over head storage unit of made
of 19 mm thick 710 BWP plywood paneling of Century Pro,
Kenwood or Green , Anchor pluwood., for top, bottom, shelves,
sides.openable side hung shutters. ( including BTC lipping for 3
edges, 1' x 1/2' BTC patti for hinges fixing edge ) 9 mm thk.710
BWP plywood paneling of Century Pro, Kenwood or Green ,
Anchor pluwood. All will have 4mm thk. semi opeq glass (
apprved design ) with 1 3/4" plywood border ( Provision for glass
by cutting plywood shutters of required size with 1 3/4" border )
All internal surfaces of the storage includes top, bottom, sides,
back , shelves, shutters to be finished with 0.8 mm thk.egg white
finished laminate. All external surfaces includes sides, topwith 1.0
mm thk. approved make and colours laminates, Shutters to be
hinged on S.S. pin brass brush finished heavy duty hinges. ( size
and no of hinges depends on height of storage) medium power
magnetic catch for shutter at top and bottom. Complete in all
respect as per design and instructions by Architect /Banks
Engineer.

140 SFT

Qty per flat 35x4=140

c LOFT SHUTTERS 
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Providign and fixing top openable loft shutters in Kitchen in 19
mm thk. 710 BWP plywood paneling of Century Pro,
Kenwood or Green , Anchor pluwood. All shutters to be
hinged on 2"x1" 16 gauge aluminum box section o ( 0.636 kg
/mtr ) JINDAL/INDAL at top on heavy duty s.s. pin brass hinges
fixed on 1/2" thk. teak wood patti. Shutter will be fixed with
VAGAD company Gas hydraulic pump of appropriate capacity. Alll
internal surfaces to be finished with approved 0.8 mm thk. egg
white laminate ( Century, green, Marino ) .and external with
approved colour, design laminate of ( Centrury, Green , Archid )
Complete as per instructions from Architect / Banks Engineer.

88 SFT

Qty per flat 22x4=88

3 MISCELLANEOUS WORK.
a  3/4" DIA HEAVY DUTY SS CURTANIN RODS FOR WINDOWS 120 RFT

Qty per flat 30x4=120
b SIDE BRASS BRACKETS FOR RODS ANTIQUE FINISH 36 NOS

Qty per flat 9x4=36
c CENTRE SUPPORTS FOR CURTAIN RODS ANTIQUE FINISH 20 NOS

Qty per flat 5x4=20
d CONCEAL SOCKETS FOR CURTAIN RODS ANTIQUE FINISH 4 NOS

Qty per flat 1x4=4

TOTAL AMOUNT OF CIVIL + FURNITURE WORK                  -   

NOTE :  The rate quoted shall be exclusive of GST which will be payable extra as applicable. 

ISSUED BY SIGNATURE OF CONTRACTOR WITH SEAL 
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