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NOTICE INVITING THE TENDER

Sealed tenders on item rate basis are invited from panel Contractors for civil
works at Yangang Branch.

Tender Documents may be obtained at free of cost from the Premises & Estate
Section, Circle Office Canara Bank, Kolkata during working hours from
01.08.2025 fill 08.08.2025.

Earnest Money Deposit : NIL

Period of completion : 45days

Last date, time and place for : On or before 3:00 pm, 08.08.2025 to
Submission of tender The Divisional Manager,
General Administration Section
Canara Bank, Circle Office
Kolkata

Time and date of opening of tender : 3.30 pm on 08.08.2025

The Bank will not be bound to accept the lowest tender and reserves the right
to accept or reject any or all the tenders without assigning any reason
whatsoever.

Divisional Manager
Premises & Estate Section
Canara Bank, Circle Office
Kolkata

Date: 01.08.2025
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GENERAL RULES & INSTRUCTIONS TO TENDERERS

Name of the work: Civil works to be carried out at Yangang Branch
The rates quoted shall also be inclusive of materials, labour charges, work contract tax,
surcharge and all the taxes except GST.

GST WILL BE PAID EXTRA.

The rates quoted by the tenderer shall hold good till the completion of the work from the date of
issue of the “WORK ORDER” and no enhancement in the rates are allowed during the period of
execution of the work under any circumstances. The rates quoted shall also cover for the work
to be executed before and after office hours and also on holidays.

The time stipulated for the completion of the work is 20 days from the date of issue of the
WORK ORDER and the work is to be carried out as per the convenience of occupants without
disturbing other occupants of the building.

TENDERS:

The entire set of tender paper issued to the tenderer should be submitted fully priced and also
signed on the last page together with initials on every page. Initials / signatures will indicate the
acceptance of tender papers by the tenderers.

The schedule of quantities shall be filled in as follows:
o The “rate” column to be legibly filled in ink in both English figures and words.
o ‘Amount’ column to be filled in for each item and the amount for each sub-head as

detailed in the “schedule of quantities”.

o All corrections to be initialed.

The “Rate” column for all the items shall be filled up.

o The “Amount” column for the items for which the quantities are not mentioned shall not
be filled up.

o In case of any errors / omissions in the quoted rates, the rates mentioned in the tender
in words shall be taken as correct rates.

@)

No modifications, over-writings or corrections can be made in the tender papers by the
tenderer, but may at his option offer his comment or modifications in a separate sheet of paper
attached to the original tender papers.

The Bank reserves the right to reject the lowest or any tender or all of the tenders for each
section or to split up and distribute any item of work to any specialist firm or firms, without
assigning any reason.

The tenderers should note that tender is strictly on the item rate basis and their attention is
drawn to the fact that the rates for each and every item should be correct, workable and self —
supporting. If called upon by the bank, detailed analysis of any or all the rates shall be
submitted. The architects/bank shall not be bound to accept the contractor’s analysis.

The Quantity mentioned in the BOQ is approximate measurements. The works will be paid for
as “measured work” on the basis of actual work done and not as “lump sum” contract.

All the items of work described in the schedule of quantities are to be deemed and paid as
complete works in all respects and details including preparatory and finishing works involved,
directly, related to and reasonably detectable from the drawings, specifications and schedule of
quantities and no further extra charges will be allowed in this connection. In the case of lump-
sum charges in the tender in respect of an item of works, the payment of such items of work will
be made for the actual work done on the basis of lump-sum charges as assessed to be payable
by the architects/bank.

The bank has power to add or delete any work or described in specifications or included in
schedule of quantities and intimates the same in writing but no addition, omissions or variation
shall be made by the contractor without authorization from the bank. No variation shall vitiate
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the contract. The bank reserves the right to delete any of the items in the tender without
assigning any reasons whatsoever.

The tenderer shall note that his tender shall remain open for consideration for a period of 90
days from the date of opening of tender.

AGREEMENT

The successful contractor is required to sign agreement as may be drawn up to suit the local
conditions and shall pay for all the stamps and legal expenses incidental thereto. The original
will be kept with the Bank and duplicate with contractor.

EARNEST MONEY AND SECURITY DEPOSIT:

There is NO Earnest Money Required to deposit/ submit along with the bids. Retention Money
shall be deducted from the final bill at 5% of the gross value of bill. The Retention amount will
be refunded to the contractor 15 days after the end of defects liability period provided he has
satisfactorily carried out all the work and attended to the entire defect in accordance with the
condition of the contract. No interest is allowed on Retention Money.

A part of the Security Deposit if and as decided by the constituent bank can also be furnished in
the form of a Bank Guarantee on the bank other than that of the constituent bank.

CONTRACTOR TO PROVIDE EVERYTHING NECESSARY:

The contractor shall provide everything necessary for the proper execution of the work
according to the intent and meaning of the drawings, schedule of the quantities and
specifications taken together weather the same may or may not be particularly shown or
described therein provided that the same can reasonably be inferred there from and if the
contractor finds any discrepancies therein he shall immediately and in writing, refer the same to
the Architects/Bank whose decision shall be final and binding.

The rates quoted against individual items will be inclusive of everything necessary to complete
the said items of works within the contemplation of the contract, and beyond the unit price. No
extra payments will be allowed for incidental or contingent labour and/or materials inclusive of
all taxes and duties whatsoever except for specific items, if any, stipulated in tender documents

The contractor shall supply, fix and maintain at his own cost, for the execution of any work, all
tools, tackles, machineries and equipment and all necessary scaffolding, staging and lighting by
night as well as by day required not only for proper execution and protection of the said work.

The contractor shall take down and remove any or all such scaffoldings as occasion shall be
required or when ordered to do so, and shall fully reinstate and make good all matters and
things disturbed during the execution of work to the satisfaction of architect/bank.

The contractor shall all times give access to workers employed by the bank or any men
employed at site and to provide such parties with proper sufficient and if required, special
scaffolding and ladder and provide them lighting as may be required to enable such workmen to
inspect the work, lay or fix pipes, Civil & furnishing wiring, special fittings etc. The quoted rates
of tenderers shall accordingly include all these above-mentioned contingent works.

LIQUIDATED DAMAGES:

Should the work be not completed to the satisfaction of bank within the stipulated period, the
contractor shall be bound pay the bank a sum calculated as given below by way of Liquidated
Damages after the expiry of completion date

.1.00% of the estimated amount shown in the tender per week subject to a ceiling of 10%
of the accepted contract sum.

TIME PERIOD FOR COMPLETION: 30 days from the date of award of work.

FINAL PAYMENTS

The final bill shall be accompanied by a certificate of completion from the Occupant/Bank
Officials. Payments of the final bill shall be made after deduction of retention money as
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specified in clause 9 of these conditions which sums shall be refunded after the completion of
the defects liability period after receiving the banks certificate that the contractor has rectified all
defects to the satisfaction of the banks. The acceptance of payments of the final bill by the
contractor would indicate that he would have no further claims in respect of the work executed.

ESCALATION:

The rates quoted shall be firm throughout the tenure of the contract [including extension of time,
if any granted] and will not be subject to any fluctuation due to increase in cost of materials,
labour, sales tax, octroietc, unless specifically provided in these documents.

CONTRACTORS EMPLOYEES:

The contractor shall employ technically qualify and competent supervisors for the work who
shall be available [by turn] throughout the working hours to receive and comply with the
instructions of the bank officials. The contractor shall engage at least one experienced
engineer, as site in-charge for the execution of the work the contractor shall employ in
connection with the work persons having appropriate skill or ability to perform their job
efficiently. The contractor shall employ local labours on the work as far as possible. No laborers
below age of 16 and who is not an Indian national shall be employed on the work. Any laborers
supplied by the contractor to be engaged on the work on day-work basis either wholly or partly
under the direct order or control of bank or its representative shall be deemed to a person
employed by the contractor.

The contractor shall comply with provision of all labour legislation including the requirements of
Payments of minimum wages act

Employers liabilities

Workmen’s compensation act

Contract labour (regulation and abolition) act, 1970 and central rules 1971

Apprentices act 1961

Any other act or enactment relating thereto and rules framed there under from time to time

~pooow

The contractor shall keep the bank saved harmless and indemnified against claims if any of the
workmen and all costs and expenses as may be incurred by the bank in connection with any
claim that may be made by any workmen.

The contractor shall comply at his own cost with the order of requirement of any health officer of
state or any local authority or of the bank regarding the maintenance of proper environmental
sanitary condition of the area.

The contractor shall arrange to provide first aid treatment to the laborers engaged on the works.
He shall within 24 hrs of occurrence of any accident at or about the site or in connection with
execution of work, report such accidents to the bank and also the competent authority where
such report is required by law.

The contractor shall obtain all Risk Insurance Policy at their cost within 7 days of
commencement of work, for the laborers/workmen working at the site including the work till the
work is completed. The policy shall be in the joint name of the Bank and contractor and Bank’s
name shall appear First.

PAYMENTS:

The contractor, in the form prescribed by the bank shall prepare all the bills and submit the
same to Bank with measurement of work. Normally one interim bill shall be prepared each
month. Bank may release payment within 15 days of receipt of bills/after check measurement,
after deduction of retention money, Income Tax etc.The contractor shall have a competent
engineer at site for the supervision of the work.

The contractor shall have to make his own arrangements for watch and ward of the
work/building, till the work is handed over to the bank.

The decision of the bank will be final and binding with regard to the quality of work is concerned.

The contractor is responsible for procuring the required materials for the work and stores the
same at site at his cost and risk.
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The amount stated in the interim certificate shall be the 75% of total value of the work executed
up to date of the bill, less the amount to be retained by the bank as retention money. If the bank
has supplied any materials or goods to the contractors, the cost of such materials will be
progressively deducted from the amount due to the contractor on accordance with the quantities
consumed in the work. All the interim payments shall be regarded as payments by way of
advance against the final payment only and not as payments for works actually done and
completed and shall not preclude the requiring of bad, unsound or imperfect or unskilled work to
be removed and taken away and reconstructed or re-erected or be considered as an admission
of the due performance of the contract or any part there of if any respect or accruing of any
claim nor shall it conclude, determine of effect in any way the power if the bank under
conditions or any of them add to the final settlement and adjustment of the accounts or
otherwise or in any other way or affect the contract.

The contractor shall submit the final bill within one month from the date of completion of the
work. A certificate of completion from the bank shall accompany the final bill. The payment of
the final bill shall be made after deduction of retention money as specified elsewhere in these
documents.

ARBITRATION:

All disputes or differences of any kind whatsoever which shall at any time arise between the
parties here to touching or concerning the works or the execution or maintenance thereof of this
contract or the rights touching or concerning the works or the execution of maintenance thereof
of this contractor or the construction remaining operation or effect thereof or to the rights or
liabilities of the parties are arising out of or in relation thereto whether during or after
determination foreclosure or branch of the contract[other than those in respect of which the
decision of any person is by the contract expressed to be final and binding] shall after written
notice by either party to the contract to the other of them and to the employer hereinafter
mention to deal referred for adjudication to a sour arbitrator to be appointed as hereinafter
provided.

For the purpose of appointing the sole arbitrator referred to above, the employer will send within
30 days of receipt of the notice, to the contractor a panel of 3 names of persons who shall be
presently unconnected with the organization for which the work is executed.

The contractor shall on receipt of the names as aforesaid, select, anyone of the person’s name
to be appointed as a sole arbitrator and communicate his name to the employer within 30 days
of the receipt of the names. The employer shall thereupon without any delay appoint the person
as the sole arbitrator. If the contractor fails to communicate such selection as provided above
within the period specified, the competent authority shall make the selection and appoint the
selected person as the sole arbitrator.

If the employer fails to send to the contractor the panel of 3 names as a foresaid within the
period specified, the contractor shall send to the employer a panel of 3 hames of persons who
shall be unconnected with either party. The employer shall on receipt of the name as a foresaid
select anyone of the person’s names and appoint him sole arbitrator. If the employer fails to
select the person and appoint him as a sole arbitrator within 30 days of the receipt of the panel
and inform the contractor accordingly, the contractor shall be entitled to appoint one of the
persons from the panel as the sole arbitrator and communicate his name to the employer.

If the arbitrator as appointed is unable or unwilling to act or resigns his appointment or vacates
his office due to any reason whatsoever another sole arbitrator shall be appointed as aforesaid.

The work under contract shall, however, continue during arbitration proceedings and payment
due or payable to the contractor shall be withheld on account of such proceedings.

The arbitrator shall be deemed to have entered on the reference the data he issued notice to
both the parties fixing the date of the first hearing.
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The arbitrator may from time to time, with the consent of parties, enlarge the time or making and
publishing the award.

The arbitrator shall give a separate award of each disputes or difference referred to him. The
arbitrator shall decide each dispute in accordance with the terms of the contract and give a
reasonable award. The venue of arbitration shall be such place as may be fixed by the arbitrator
in his sole discretion.

The fee, if any, of the arbitrator shall, if required to be paid before the award is made and
published, be half and half by each of the parties. The cost of the reference and of the award
including the fees, if any, of the arbitrator who may direct to and by whom and in what manner,
such costs or any part thereof shall be paid and may fix or settle the amount of costs to be so
paid.

The award of the arbitrator shall be final and binding on both the parties.

Subject to aforesaid the provision of the arbitration act 1940 or any statutory modification or re-
enactment thereof and the rules made there under, and for the time being in force, shall apply
to the arbitration proceeding under this clause.

The employer and the contractor hereby also agree that arbitration under the clause shall be a

condition precedent to action under the contract with regard to the matters hereby expressly
agreed to be so referred to arbitration.

Date: Signature of the Contractor
With seal and address
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SCHEDULE OF CIVIL WORKS TO BE DONE AT YANGANG BRANCH

SL no DESCRIPTION Qty | Unit | Rate Amount

1 DISMANTALING 5" THK. BRICK WALL

Dismantling 5” thk, brick wall carefully by using chisel to
cut & making good wall edges with 1:4 cement plaster
including removal of debris from site.(Toilet Wall,Middle
Wall and outer 4 nos wall) As per drawing dismantling

work Layout.
369.00 Cit

2 DISMANTALING DOOR & WINDOWS

Dismantling and removing doors and windows wherever
required in a manner which facilitates easy fixing of new
doors and windows without undue expense. the rate shall
include removal of debris from site.(Toilet door &

Window) 2.00 | Nos

3 DISMANTALING EXISTING ELECTRICAL

Dismantling existing Electrical fittings, wires, Data cables,

fittings etc. including removal of debris from site
1.00 LS

DISMANTALING TOILET FLOOR AND STRONG
4 ROOM FLOOR.

Dismantling existing toilet wall tiles & Stripping off worn
out plaster and raking out joints of walls, celings etc. upto
any height and in any floor including removing rubbish
within a lead of 75m as directed. (for toilet floor ( nos-1)
& Wall 7' height (3 nos wall) and Proposed Strong

room floor thickness 1'4") 200 LS

5 STRONG ROOM FLOOR 4" THICKNESS PCC

1:3:6 (1 Cement : 3 coarse sand (zone-Ill) derived from
natural sources : 6 graded stone aggregate 40 mm
nominal size derived from natural sources) 79.00 | Cu.ft

6 STRONG ROOM FLOOR 1' THICKNESS RCC AND 4
SIDE 1' THICKNESS WALL .

Providing and laying in position cement concrete of
specified grade Including the cost of centering and
shuttering, Including the cost of Steel reinforcement.
Per Cu.ft @ 3.00 Kg
1:1%:3 (1 Cement: 1% coarse sand derived from natural
sources : 3 graded stone aggregate 20 mm nominal size.
Both side 15 mm cement plaster RCC wall. mix : 1:4 (1
cement: 4 fine sand) (12" thick wall X 12" thick Floor) 834.00 | Cu.ft

7 ISMA 5" @ 3' C/C IN SHORTER APAN.( AS PER
DRAWING LOCATOIN)

Structural steel work riveted, bolted or welded in built up
sections, trusses and framed work, including cutting,
hoisting, fixing in position and applying a priming coat of

approved steel primer all complete 328.00 kg

8 20 MM DIA SOLID BAR @ 6" C/C BOTH WAYS
SUPPORTED ON MS.FRAME WORK.( AS PER
DRAWING LOCATOIN)
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Steel reinforcement for R.C.C. work including
straightening, cutting, bending, placing in position and
binding all complete wupto plinth level. Thermo-
Mechanically Treated bars of grade Fe-500D or more.

720.00

Kg

PAGE NO. 9

5" THK BRICK WALL WITH PLASTER

Constructing 5” thk. Brick wall in 1:4 cement mortar. Brick
used shall be of best quality kiln burnt, having sharp
edges & giving clear ringing sound when struck against
each other. The rate shall be inclusive of plastering the
walls with %" thk. 1:4 cement plaster on both sides. A 4
72" R.C.C. Patti Beam shall run horizontally @ 3’-0” c/c.
The rate shall be inclusive of any scaffolding required,
curing etc, complete. (For SAFE ROOM 2 wall & Store
room door wall)

197.00

Sqft

10

10" THK BRICK WALL WITH PLASTER

Specification same as 4 except for a 10“ x 4-1/2” r.c.c.
patli shall run horizontally @ 3’-0” c/c.( as per drawing
ATM wall)

161.00

Cit

11

DOOR FRAME

Wood work in door with Siliguri Sal wood frame fitted and
fixed in position complete including a protective coat of
painting at the contact surface of the frame inluding cost
of concrete,lron Butt Hinges and M.S clamps as required
at site. (For TOILET DOOR 2NOS)

3.00

Cft

12

SOLID CORE FLUSH DOOR

Providing and fixing Solid Core Flush Door Shutter (IS -
2202) of 35 mm thk. finished both side with 1 mm thk.
approved colour laminate (IS : 2046) with 1.5 mm.
groove design to be fixed to existing Wooden frame. The
rate shall be inclusive of fitting and fixing of hinges, 1 no.
Godrej make door closer, 1 no. CP finsh door stopper,
screws, 1 no. Godrej cylindrical lock, tower bolt of
approved make. All edges of the door to be covered with
necessary lipping with polish finish. The work should be
completed as per specification, design and approval of
Architect.

a)

Shutter size : 900/750/600 mm. x 2100 mm. with 250 x
125 mm. vision panel of 6 mm. glass(execept toilet door)
(For toilet door)

37.00

Sqft

13

VITRIFIED TILES FLOORING (2'X2")

Providing and fixing VITRIFIED Tiles of approved make,
shade and pattern as shown in the drwng. / as aproved by
Bank/ Architect. In CM 1:4 in proper line and level with out
spacers for maintaining the grid lines. Rate shall be
inclusive of providing and laying necessary PCC and
Cement Mortar for a thickness of 3" and joint filling
compound of the same shade of the tiles and including
pop covering on the new flooring for the protection of tiles
with base covering plastic. 600mm x 600mm type
(approx.) (laying with approved tile adhesive) (For
Banking area floor with 6" height Wall Skirting, &
Safe room floor with 6" height Wall Skirting)

792.00

Sqft
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CERAMIC TILE FLOORING WITH WALL

PAGE NO. 10

Providing and fixing 12” x 12" Ceramic Tiles wall & floor of
approved make, quality & shade and pattern as shown in
the drawing. In CM 1:4 in proper line and level. Rate shall
be inclusive of providing and laying necessary PCC and
Cement Mortar for a thickness of 3" and joint filling
compound of the same shade of the tiles.( Toilet
Floor,wall 7' height

270.00

Sqft

15

ROLLING SHUTTER

Providing & fixing M. S. Rolling shutters (18/22 gauge
sheets) for the facade openings (middle 1/3rd grill). Rate
shall include all necessary locking arrangements. 2 coats
of anti rust paint to be provided for the shutters. USING
18 GAUGE SHEETS. (For Main entry & Safe room
entry )

115.00

Sqft

16

M.S.COLLAPSIBLE GATE

Providing and Fixing MS Collapsible Gate Single shutter
made out of vertical double channels 12mmx8mm x 3mm
at maximum 125 mm apart when fully stretched as
specified, braced with flat iron diagonals 12 mm x 5 mm
as specified in the item. The top and bottom rails shall be
of M.S. section 25mm x 25mm x 6mm with 25 mm dia
rollers in every fourth double channels.

Where collapsible gate is to be fixed within the opening
but is fixed along the outer surface of opening; the M.S.
section at top shall be replaced by M.S. flat 40mm x
10mm. The necessary fittings such as bolts, nuts, locking
arrangements, stoppers, handles, etc. shall be provided.
The gates shall open and close smoothly and easily. T-
iron rails shall be fixed to the lintel and floor with masonry
nails embedded in cement concrete of lintel and floors at
suitable spacing. The bottom runner shall be embedded
with floor and proper groove formed and the floor shall be
made good to match the rest of the flooring. At the sides,
the end double channels shall be fixed with T-iron rails
and also by holdfasts 200mm x 40mm x 4 mm bolted at
one end to the end double channels and in the masonry
in cement concrete 1:2:4 (nominal mix) blocks of size 115
mm X 75 mm x 230 mm, 3 nos. each side. The side
masonry shall be made good to match the rest of the
masonry finish. Two coats of anti rusting paint to be
provided to the gate.

115.00

Sqft

17

REMOVING PAINT

Removal of existing paint from the plastered surfaces
with coir brush,sand paper etc. and preparing the
surfaces by rendering the same with cement sand mortar
to receive plaster of paris punning, complete as directed.
(For all exposed existing wall)

676.00

Sqft

18

CEMENT BASED WHITE PUTTY

Providing & laying 1.5 mm thk. Cement based White putty
( make : J.K or birla) punning on the walls as per
manufacturer's specification (on wall upto 6" high above
false ceiling in false ceiling area & Putty to be applied
on full ht. walls and ceilings of the area where false
ceiling is not to be done)

1442.00

Sqft

19

PLASTIC EMULSION PAINT WORK
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Providing and applying two coats of Plastic Emulsion
paint of approved make & Colour over a coat of primer of
approved brand including the surface smoothening by
sand-papering to the walls of whole premises except
ceiling area.

1442.00

Sqft

PAGE NO. 11

20

SYNTHETIC ENAMEL PAINT ON
WALLS/STEELWINDOWS /WOODWORK

Painting all the windows, grill, collapsible gate &
existing doors with two coats of Synthetic Enamel Paint
over a coat of primer of approved shade, make & color at
all heights & levels complete as directed as per
manufacturer’s specifications.(Before execution take
necessary permision from the Architect/Bank)

546.00

Sqft

21

PLUMBING & SANITARY FITTINGS

EWC - (S or P Trap according to site condition) - Cascade
C0216 / C0217, Cistern Shell - C0711, Cistern Lid Dual
Flush - C2054, Ultra Solid Seat Cover - C8140, Dual
Flush fittings - C8099 (White),Floor trap 75mm or round
Zaly-1, CP-Two bibcock 15mm-1, (Code No0.5041 &
Model - FLORENTINE of JAQUAR , Angular stop Cock-1
(Code no:5053 with PVC connecter , Concealed stop
cock -1, Code no:5083, & Health faucet 1.00m fexible-1,
Code No0.573 & Model -ALLIED of Jaquar,Double coat
hook- 1,Code No0.35761& Model -KUBIX of Jaquar,
Including all accessories, fitting & fixing soile pipe all
complete. (All type pipe work & fitting fixing included)

2.00

Set

Wash basin vitreous china of approved make (without
fittings) supplied,fitted and fixed in position on 75mm X 75
mm X 75 mm wood blocks and C.I. brackets including two
coats of painting of C.l. brackets. 550 mm X 400 mm size.
Including all accessories, fitting & fixing, Waste pipe 32
mm, cp-pillar cock-15mm -code no:507 , Angular stop
cock-Code no:5053 with PVC connecter, Bottle wash trap
32mm with 190mm long Code no:545) ESSCO) bevelled
edged mirror 5.5 mm thick silver red as per I.S. 3438 /
1965 together with brass C.P. hinges.(ii) 600 mm X 450
mm etc. all complete. (All type Inlet & Out let pipe work(
Pipe 25mm dia ,15mm dia,40mm dia & fitting fixing
included)

2.00

Set

TOTAL EXCLUSIVE OF GST

DISCOUNT IF ANY

TOTAL AFTER DISCOUNT (A-B)

GST

TOTAL INCLUSIVE OF GST (C + D)
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APPROVED MAKE OF MATERIALS

1 Paints (Synthetic Enamel / Acrylic Emulsion) Asain Paints / Berger / Dulux

2 Primer Asain Paints / Berger / Dulux

3 Cement Ultratech / Laferge / ACC

4 Vitrified Tiles Johnson / Nitco / Kajaria/ Somany

5 Ceramic Tiles Johnson / Nitco / Kajaria/ Somany

6 Construction Chemical Sika / Choksey / Pidilite

7 All other items not covered above As per sample approved by Employer/Consultant
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