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NAME OF WORK : INTERIOR FURNISHING WORK AT RAH-II (RO-THANE) AT

                             KALYAN MURBAD ROAD BRANCH,  MUMBAI 

NO DESCRIPTION QTY UNIT RATE AMOUNT

EXAMINE THE SITE :
The Contractor shall visit and ascertain the nature of work to be done and shall
accept all the responsibility for the cost of the work involved including handling
the local authority, BMC  and public nuisance during the progess of the work. 

CIVIL WORK :

1 GYPSUM BOARD FALSE CEILING : 500 Sft.
Providing and fixing gypboard false ceiling using GI frame work and 12.5mm
thick gypsum board and finishing as per IGL standards. Rate to be included for
all necessary cutouts for ele fixtures, AC fixtures etc., to get an even smooth
surface to receive paint with corner /J beads as required to get straight and true
edges all complete as per Architect's design and direction. Gypsum boards are to
be joined and finished so as to have a flush look which includes finishing the
tapered and square edges of the gypsum board with joining compound, paper tape
and the surfaces shall be prepared and finished to receive paint. All verticals in
false ceiling upto 150mm shall be included in the quoted rate and measurement
will be made for horizontal plain visible area only. Providing & applying Plastic
Paint on Ceilling - Nerolac / Asian or equivalent paints make , to give an even
shade, including thoroughly brushing the surface to free from foreign matters,
sand papering to smooth finish, filling all holes & cracks etc, applying
lamby/putti and rubbing down the surfaces. Apply two coats of oil based primer,
two coats of touch up putty & 3 or more coats of plastic paint & finishing with
roller to get required texture finish. The quoted rate shall include scaffolding,
tools required for painting etc., complete.

2 MODULAR GRID FALSE CEILING WITH MINERAL FIBRE TILES
AND 15 MM PLAIN GRID : 884 Sft.
Providing and fixing modular grid false ceiling system using Armstrong/ USG/
Nittoboor equivalent make mineral fibre tiles of approved finish placed in or
fixed to approved suspended aluminium false ceiling grid system with the
following specifications: The quoted rate shall include the cost of providing and
fixing a xioms,shadow angles etc.,and making cut-outs with additional frame
work wherever required for electrical fixtures, ACgrills, diffusers & access panels
etc., complete.  (

MINERAL FIBRE TILES: Size: 600mm x 600mm x 15mm, Edge finish: Micro
look, NRC : 0.5 - 0.70, Sound Attenuation 30dB, Light Reflectance: More than
85%, Humidity Resistance: 95% RH, 

GRID SYSTEM: Type : 15mm Plain Grid, System : Hot dip Galvanized Steel
System, Main Runner: 15mm x 42mm x 3000mm, CrossTee: 15mm x 42mm x
600mm, Wall Angle : 19mm x 19mm x 3000mm Page. (WHITE/ BLACK
SILHOUETTE GRID PATTERN)

SCHEDULE : 

NAME OF CONTRACTOR : M/S. __________________________________________________________________
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3
M.S. GRILL PARTITION WITH COLLPASIBLE GRILL GATE IN
STRONG ROOM : 
Providing and fixing of M.S. grill partition inside strong room with size of M.S.
square bar of size -12 mm dia - 200 mm c/c both way. The bar should be securly
welded to channel section on all sides. There shall be a collapsible grill gate of
clear openable size 3 feet with locking arrangement with 40 mm X 40 mm X 6
mm Tee as top and bottom guide rail. 20 mm X 10 mm X 2 mm vertical channels
100 mm apart in fully stretched position. 20 mm X 5 mm M.S. flats as collapsible
bracings properly rivetted and washered including 38 mm steel rollers including
locking arangement fitted and fixed in position with lugs set in cement conrete
and including cutting necessary holes, chasing etc. in walls, floors etc and making
damages complete. The MS. Grill and collapsible grill gate to be painted with one
coat of primer and two coats of synthetic enamel paint.

210 sqft

A)  TOTAL  OF  CIVIL WORK +  FALSE CEILING 

NO DESCRIPTION QTY UNIT AMOUNT

GENERAL INSTRUCTION - ALL WHITE LAMINATE ON TABLE TOP,
STORAGE AND PARTITION OUT SIDE FACIA TO BE SOLID CORE
WHITE LAMINATE-MATTE FINISH (laminate basic cost is approx Rs.2500
per sheet)

1 DISMANTLING WORKS : 1 JOB
Removing existing doors/windows/ventilators/ partitions/ furnitures etc., &
stacking the usable portion in location indicated within the site premises or
godown and carting away debirs to outside the premises to any place designated
by the local authority by mechanical transport ect., complete as directed by the
engineer in charge.

2 LOW HEIGHT STORAGE : Ht. upto 2'-6" 50 Sft
Providing & fixing 450mm deep low height storage made of 19 mm thk
commercial ply wood for structure ,doors & shelves , 8mm ply for the back .All
exposed surfaces to be finished with approved laminate. Storage shutter to have
lamination with grooves as per design and shall be fixed with heavy duty hinges
& provided with all accessories like multipurpose locks, imported handles,
towerbolts, ballcatches etc complete. All the internal surfaces should be finished
0.8 mm thick laminate. Shutter strip design with additional 10-12 mm plywood

3 LOW HEIGHT STORAGE IN MANAGER CABIN  : Ht. upto 2'-6" 25 Sft
Providing & fixing 450mm deep low height storage made of 19 mm thk
commercial ply wood for structure ,doors & shelves , 8mm ply for the back .All
exposed surfaces to be finished with approved laminate. Storage shutter to have
lamination with grooves as per design and shall be fixed with heavy duty hinges
& provided with all accessories like multipurpose locks, imported handles,
towerbolts, ballcatches etc complete. All the internal surfaces should be finished
0.8 mm thick laminate. Shutter strip design with additional 10-12 mm plywood

4 UNDER COUNTER STORAGE : Location : Pantry 40 Sft.
Providing, Fabricating & fixing shutters for made out of ply finished with
approved laminate and inside with the balancing laminate with laminated grooves
fitted with necessary fittings like handles, towerbolts, magnetic catchesetc., of
approved make complete

PARTITION WITH WOODEN FRAME WORK :
(For measurement area of all partitions, from finished floor level to finished
false ceiling level will be considered)

B) INTERIOR FURNISHING WORK : 

RATE
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NO DESCRIPTION QTY UNIT AMOUNT
5 FULLY GLAZED PARTITION WITH DOOR : 585 Sft.

Providing and fixing 12 mm thick clear TOUGHNED glass partition as per
design and door fixed with patch fittings of approved make / brand at top to a
support directly suspended from main ceiling ( Rate to include necessary support
arrangement to erect the toughned glass partition ) and for bottom on floor,
including door closer, ‘C’ shape approved design brush finished S.S.handle,
locking arrangement etc. including acid etching / frosting of approved design, on
the glass. All exposed edges of glass should have pencil nosing and machine
polished. Complete as per design and instructions by Architect / Engineer. ( For
measurement area, from finished floor level to finished false ceiling level will be
considered)

6 PARTLY GLAZED PARTITION WITH WOODEN FRAME WORK FOR
CASH COUNTER ( FRONT / SIDE & BACK INCLUDING DOOR ):

Providing and fixing Full ht. semi glazed partition 3'0" solid and rest upto 10'
height 12 mm thk. toughnes glass made with 2”x1-1/2”16 gauge aluminum box
section at 2’0”c/c vertical and 2" x 1"16 gauge section at 1'-6" c/c including 8 mm
thick commercial ply on both sides with 1 mm th. sued finish laminate in multi
colours, etc. all front and top edges to be covered with 2”x 1/2” B.T.C. Beading
finished with ¼” x ¼” groove and matching hand polish complete with 8mm thk.
toughned shape and design above table. Rate to include Full solid Sliding / Semi
glazed door with floor spring. Complete as per design and instructions by
Architect / Engineer.

a FRONT PARTITION - Upto 7'-0" Ht. 35 Sft.

b SIDE PARTITION - Upto 7'-0" Ht. 130 Sft.

c BACK PARTITION - Upto 7'-0" Ht. including door with Night latch,
S.S.Handle, door closer 35 Sft.

7 FULL HEIGHT WOODEN PARTITION WITH DOOR :
Providing and fixing full height solid partition for with 2" x2: 16 guage aluminum
vertical at 2'-0" c/c at one side and 1'-0" other side3 including 8 mm thk
commercial ply onboth sides with 1 mm thk sued finish laminate in two colour,
upto finished false ceiling level. Rate to include necessary support arrangement to
errect the ) required for partition as per design. exposed edges to be fixed with 1-
1/2" x 1" decorative B.T.C moulding / laminate finished with paint / polish as
directed etc. Rate to include full solid sliding/semi glazed door with floor spring.
Complete as per design and instructions by Architect / Engineer. ( For
measurement area from finished floor level to finished false ceiling level will be
considered ) 1705 Sft.

8 WOODEN PARTITION  : 240 Sft.
WOODEN PARTITION same as above but height up to 4ft

RATE
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NO DESCRIPTION QTY UNIT AMOUNT

TABLES AND SIDE CREDENZA :

TABLES :

General instruction - All white laminate on table top, storage and partition
outside facia to be solid core white laminate - Matt finish ( laminate basic
cost is approx Rs. 2500 per sheet )

Providing and supplying working tables of specified in 3/4" thk commercial block
board for top / commercial ply for sides drawer unit, drawer facia with metal
keyboard drawers running on channels, including drawer unit ar one side, having
4 nos. drawers as per details in drawing, all with locking arrangement.
Arrangement for C.P.U. fix stand fo good quality brand and wire manager for
computer. 12 mm thk. commercial plywood for apron, drawer, sides, back, 6 mm
thk plywood for drawer bottom and 3" x 1 1/2" teak wood foor rest. Complete
with 0.8 mm thk. laminate for all internal surface and 1.0 mm thk. approved
laminate for all external surfaces as per design and instructions by Architect /
Engineer. ( Please look into the design provided at the layout ) 

SIDE CREDENZA
Supplying side credenza for Executive in 19 mm thk ply for side, top, bottom and
shelf with 12 mm thk. Sliding shutter running on ENOX sliding channel wheels
and guide complete, including locking arrangement for storage. Remaining 2'-0"
open box below table, finished with 1.0 thk laminate in specified colours and 0.8
mm thk laminate for all inside surfaces and edges. Complete as per Architect's
design and instructions.

10 LINEAR WORKSTATIONS WITH PEDESTAL  :
Size : 4'-0" x 2'-0" , 2'-6" height : Tables made out of 18 mm thk MR ply for all
sides, front apron etc., table top is made out of 18 mm thk MR ply finished with
1.0 thk laminate & 1.0 mm thk laminate border of approved shade & design on
expose surfaces. Including key-board trolly with proper size suitable for 19"
keyboard & should run on telescopic sliding channel. Table should have portable
side unit of 27" ht. x 16" W with 3 nos. drawers size = 1'-4" w x 2'-0" L x 0'-6" ht
= 2 nos & 1'-0" ht.= 1 nos. ) , ready made C.P.U stand with godrej multipurpose
lock, Knobs/ Handles, Wire manager, caster wheel, etc.. All internal surfaces
should be finished with 1.0 mm thk laminate. Complete as per instructions
given by the Architect. 5 Nos.

11 CASH COUNTERS : 5'-0" X 2'-6" 1 Nos.

12 COUNTERS : 8'-0" X 2'-6" for dining counter 1 Nos.

13 COUNTERS : 6'-0" X 2'-6" for dining counter 1 Nos.

14 Side credenza : 3'-6" X 2'-6" for Cubical & cabins. 3 Nos.

15 RAH CM CABIN TABLE : 1 No.
Table top ( working area level ) with one piece 12 mm thk toughned glass with
bevelled crystal edge polish. Size 6' x 2'-9"

16 RAH MANAGER CABIN TABLE : 1 No.
Table top ( working area level ) with one piece 12 mm thk toughned glass with
bevelled crystal edge polish. Size 5'-6" x 2'-9"

RATE
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NO DESCRIPTION QTY UNIT AMOUNT

17 LAMINATION & MODIFICATION OF EXISTING  COUNTER  :

Providing & fixing 6 mm thick commercial plywood on the existing counters
including side partiitons & finished with 1.0 mm thick solid core laminate with
necessary hardware, nails, adhesive etc., Complete as per detail drawing &
instructed by the Architect. 1 Nos. QRO

18 WALL  PANELLING 450 Sft.
Provding and fixing wall paneling work in 2" x 1" 16 gauge aluminum box
section with 8 mm thk commercial ply backing finished with approved multi
colour laminates. Complete as per design and instructions by Architect /
Engineer.

19 NOTICE  BOARD : 1 No.
Providing & fixing notice board made out of 6 mm thk. Commercial ply and 12
mm thk. soft board with approved colour tepstrey cloth. with frame. Complete as
directed by  the Architect. Size 4'-0" x 3'-0"

 (B) TOTAL OF FURNITURE WORK

TOTAL OF CIVIL + FURNITURE WORK  (A+B) 

ISSUED BY 

Note :  Kindly quote your rate exclusive of GST.  The GST amount will be reimursed as applicable 

SIGNATURE OF CONTRACTOR 
WITH SEAL AND STAMP

RATE

Internal


